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ABSTRACT: Two test methods, one worked out in a Nordtest-project, and the other avail-
able as Japanese Industrial Standard, both developed to characterise building materials with 
respect to moisture buffering performance, are analysed in detail by a numerical study on four 
different materials.  Both test methods are based on a similar kind of dynamic loading, but the 
specifications of each test protocol vary.  Therefore, the sensitivity of the test protocols is 
investigated by varying different protocol parameters.  Subsequently, the practical applicability 
of the obtained values is investigated by confronting the values obtained for the four materials 
with the dynamic response of a small room with each of the materials used in turns as finish-
ing material.  Finally, the results determined according to the dynamic test protocol are com-
pared with values calculated from steady state material data. 
 




Indoor relative humidity in dwellings and office buildings has been investigated for a long time 
already.  Earlier studies mainly attempted to classify buildings with respect to indoor relative 
humidity, or focussed on isolated effects, such as the influence of indoor relative humidity on 
comfort and indoor air quality, the effect of moisture on energy consumption, the indoor rela-
tive humidity as boundary condition for mould growth and durability of the building envelope, 
etc. (e.g. Hens, 1992; Fang et al., 1998; Clausen et al., 1999; Seldbauer and Krus, 2003; 
Kalamees et al., 2006).  More recently, researchers tried to come to an integrated approach 
(Simonson et al., 2002, Hens 2003, Rode et al., 2003).  One of the active topics of research in 
this integrated approach is the passive control of indoor relative humidity variations by use of 
the moisture buffering capacities of (finishing) materials.  Many authors refer to the possibili-
ties of building materials to reduce peaks in indoor humidity variations, based on measure-
ments (Padfield, 1999; Rode et al., 2002; Simonson et al., 2004a) or simulations (Rode and 
Grau, 2002; Simonson et al., 2004b).  Although, to come to a practical applicability of building 
materials as humidity regulators, a simple but unambiguous characterisation of building mate-
rials is necessary.  So far, appraisal of the moisture buffering quality of building materials was 
based on a variety of definitions.  A uniform characterisation, that e.g. can be used in the de-
sign phase to compare different building materials, was lacking.  Only recently two attempts 
were made to come to a clear guideline and a standard procedure to characterise building 
materials with respect to moisture buffering: a Japanese industrial standard describing a “test 
method of ad/desorption performance of building materials to regulate indoor humidity” (JIS A 
1470-1, 2002), and a proposal for a test protocol developed in the Nordtest-project on mois-
ture buffering of building materials (Report BYG DTU R-126, 2005). 
Both isothermal test methods are based on dynamic climatic chamber tests, where a speci-
men is subjected to environmental changes in relative humidity according to a step or a 
square wave signal.  Beforehand, the specimen is preconditioned until it reaches a constant 
weight (hygroscopic equilibrium with the environment) and is sealed on all but one or two 
surfaces.  But, though similar in set-up, both test methods also show some important differ-
ences, such as time scheme and levels of the imposed signal, required specimen thickness 
and expression of the results. 
Aim of this paper is to investigate the reliability of the proposed test protocols and the practi-
cal applicability of the results as a characterising value for moisture buffering performance.  
Both issues are studied numerically on four different materials.  Beforehand, both test proto-
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cols are compared.  Then, starting from the observed similarities and differences, the sensitiv-
ity of the proposed dynamic test method is investigated by varying parameters as the time 
scheme of the imposed signal, the thickness of the material layer and the surface film resis-
tance.  In the next paragraph, the obtained values for the different materials are confronted 
with the dynamic response of a small room – both for daily as for short term variations – with 
each of the materials used in turns as finishing material for the walls.  Finally, as sometimes a 
discrepancy between dynamically measured data and material properties measured under 
steady state conditions is mentioned (e.g. Peuhkuri et al., 2004; Rode et al., 2005), the results 
determined according to the dynamic test protocol are compared with values calculated from 
steady state material data making use of the analytic solution for the imposed signal. 
 
 
2. COMPARISON OF THE TEST PROTOCOLS 
The Japanese Industrial Standard and the test protocol developed in the Nordtest-project are 
very similar, both in objectives and measurement principles.  Both test methods want to quan-
tify the moisture adsorption/desorption capabilities of building materials, in relation to passive 
indoor humidity control.  In either case a specimen is subjected to a step or square wave rela-
tive humidity signal and the weight change of the specimen is logged, while temperature is 
kept constant at 23°C.  But, further details of both methods differ in imposed signal, thickness 
of specimen and report of data. 
The Japanese Industrial Standard (JIS) makes a distinction between a step signal, in the 
standard referred to as ‘moisture adsorption/desorption test’, and a square wave signal, re-
ferred to as ‘periodically regular moisture adsorption/desorption test’.  In both cases a 48h 
scheme is imposed: 24 hours of high relative humidity followed by 24 hours of low relative 
humidity.  Three levels of humidity conditions are proposed: a low humidity level between 53 
and 33% RH, a middle humidity level between 75 and 53% RH and a high humidity level be-
tween 93 and 75% RH.  As a rule the specimen thickness has to be the thickness of the 
product.  After curing, all surfaces of the specimen are sealed vapour tight with an aluminium 
sheet except the moisture adsorption/desorption surface.  Specific attention has to be paid to 
the surface film resistance during the test.  The air flow on the surface of the specimen has to 
be adjusted so that the surface film resistance measures 4.8*107 10% m²sPa/kg.  To set the 
air current, a calibration procedure based on cup tests with one and two layers of drawing 
paper has to be followed.  The test results are reported as moisture adsorption/desorption 
masses, and as the evolution of moisture content with time.  For the step signal also the time 
evolution of the rate of moisture uptake and release has to be given.   
In the test protocol of the Nordtest-project an asymmetric square wave signal is proposed, 
with different intervals for uptake and release.  Moisture uptake and release are measured on 
specimen exposed to a high relative humidity (75%) during 8 hours, followed by a 16 hours 
period of low relative humidity (33%).  The data are reported as Moisture Buffer Value (MBV) 
by normalising the uptake value per exposed surface area and change in relative humidity.  
The unit of MBV is kg/(m².%RH).  For the specimen thickness the test protocol permits two 
options: the thickness as in the intended practical application, or a thickness larger than the 
1% penetration depth for daily humidity variations.  Concerning the surface film resistance a 
similar option is taken as in the Japanese Industrial Standard.  The test protocol of the Nord-
test-project aims to imitate a normal indoor environment with air velocities around 0.10  0.05 
m/s inside the test chamber, which should correspond to a surface film resistance of 5.0*107 
m²sPa/kg.  However, a test procedure to determine the surface film resistance is not given. 
 
3. MATERIALS INVESTIGATED 
The reliability and the practical applicability of the test methods is investigated numerically for 
four materials: wood fibreboard (WFB), plywood (PW), gypsum plaster (GP) and aerated cel-
lular concrete (ACC).  Those four materials were chosen because of their differences in water 
vapour permeability and sorption isotherm, in such way that a different penetration depth and 
dynamic response could be expected.  Material data of plywood and wood fibreboard were 
obtained from Kumaran (1996).  For the gypsum plaster the sorption isotherm and cup tests 
results determined by Goossens (2003) were used.  The data for ACC are taken from 
Peuhkuri (2003).   Note that in the current study hysteresis on the sorption isotherm is not 
considered critical and is thus not taken into account.  Figure 1 shows both the sorption iso-
therm in moisture content w (kg/m³), and the water vapour resistance factor µ (-) as a function 
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of relative humidity for the four materials.  To use the measured data in the numerical model-
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with  (-) the relative humidity and wsat, m, n and a, b and c parameters .  The parameters of 
the analytic fit for the different materials are given in Table 1.  The fitted curves are also pre-
sented as the continuous lines on Figure 1.  Table 1 also gives the penetration depths for 
daily humidity variations at 50% RH, both for the common ‘1/e’-definition and for the 1% defi-
nition adopted in the Nordtest-project.  As the 1/e-definition, the 1%-definition refers to the 
depth in the specimen where the amplitude has reduced to 1% of the surface amplitude.  
Note the important difference in penetration depth between the four materials: PW around 1 
mm (5mm), WFB almost 7 mm (29 mm), ACC 15 mm (70 mm) and GP more than 30 mm 
(140 mm) for the 1/e and 1% penetration depth respectively. 
 
4. SENSITIVITY ANALYSIS OF THE DYNAMIC TEST METHOD 
Although both test methods use a similar kind of dynamic loading to characterise building 
materials with respect to indoor moisture buffering, the specification of each test protocol dif-
fers in time scheme and levels of the imposed signal, required specimen thickness, require-
ments for air current setting in the climatic chamber, etc. as was shown in section 2.  There-
fore, the influence of these parameters on the characterisation of materials is numerically 
investigated for the four materials.  To do so the test protocol of the Nordtest-project is taken 
as starting point.  This allows an easy comparison of the influence of each parameter on the 
obtained results, making use of the moisture buffer value (MBV).   
 
4.1. Influence of the specimen thickness 
Whereas the Japanese Industrial Standard requires the specimen thickness to be equal to the 
thickness of the product, the Nordtest-project also allows measurements on specimen with a 
thickness larger than the 1 % penetration depth for daily humidity variations.  However, one 
can expect that in reality this requirement will not be checked for the simple reason that, in 
most cases, the penetration depth will not be known.  For a lot of materials moreover, like 
finishing boards, the product is commercially available in different thicknesses.  Therefore, to 
investigate the influence of the specimen thickness on the obtained MBV, the dynamic re-
sponse according to the test protocol was numerically predicted with the specimen thickness 
as parameter.  Ten cycles of 8 hours of 75% RH followed by 16 hours of 33% RH, have been 
simulated and for all four materials the MBV is determined on the results for the last day.  All 
simulations were done for the prescribed surface film resistance of 5.0*107 m²sPa/kg.  Table 2 
shows the results.  As soon as the specimen thickness is less than the 1/e penetration depth 
for daily humidity variations (respectively 0.69; 1.52 and 3.33 cm for WFB, ACC and GP), the 
obtained MBV’s drop.  This is most pronounced for gypsum plaster where the ‘0.5 cm’ MBV is 
only 25% of the ’10 cm’ value.  This implies that the Nordtest option to allow specimen with 
penetration depth thickness may lead to non-representative results.  
When comparing Tables 1 and 2, it can furthermore be concluded that the 1/e penetration 
depth seems more appropriate to evaluate the thickness of a specimen than the more severe 
1% penetration depth as used in the Nordtest-project. 
Note in Table 1, that also some small differences are found in the obtained MBV’s even when 
the specimen thickness is larger than the 1/e penetration depth.  These result from the fact 
that the thickness of the sample will also influence the mean relative humidity over the sam-
ple.   
 
4.2. Influence of the time scheme of the imposed signal 
One of the biggest differences between the JIS and the test protocol proposed by the Nord-
test-project is the imposed time scheme of the RH-signal.  Whereas the JIS proposes a 48 
hours scheme with 24 hours of high RH followed by 24 hours of low RH, the Nordtest-project 
proposes an asymmetric 24 hours scheme: 8 hours of high RH followed by 16 hours of low 
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RH.  The influence of the time scheme on the dynamic response of the specimen is numeri-
cally investigated for all four materials, for specimen with a thickness of 1 cm and 10 cm.  All 
simulations are performed with the prescribed surface film resistance of 5.0*107 m²sPa/kg.  
The results, expressed as MBV’s, are presented in Table 3.  The MBV’s obtained with the 48 
hours JIS scheme are – for the materials investigated – systematically about a factor 1.5 
higher than the MBV’s determined according to the Nordtest-project, except when the speci-
men thickness is less than the 1/e penetration depth.  The latter is the case for the 1 cm 
specimens of ACC and GP.  In that case both time schemes give almost the same results.  
This can easily be explained when plotting the change in moisture content for both time 
schemes as a function of time.  Figure 2 shows these graphs for WFB and GP.  For thin 
specimen, with the thickness below the 1/e penetration depth (e.g. 1 cm of GP), hygroscopic 
equilibrium with the surrounding RH is obtained in both time schemes within the loading 
branch and hardly any difference will be found in the obtained MBV’s.  This implies that, while 
aiming at a similar characterisation, the JIS and Nordtest protocols will arrive at different rela-
tive assessments of the moisture buffering performance of materials. 
 
4.3. Influence of the surface film resistance 
Whereas the JIS describes a calibration method for the surface film resistance, the Nordtest 
protocol only prescribes the air speed around the sample.  Since the surface film resistance is 
not only determined by the air speed, but also by the measurement geometry, this implies that 
the surface film resistance may be different from the desired 5*107 m²sPa/kg.  To analyse the 
influence of such differences, the surface film resistance in the simulations is varied between 
3.3*104 m²sPa/kg (a more theoretical case with a very low value in a way that the effect of the 
boundary layer can be neglected) towards 3.3*108 m²sPa/kg (a rather high value – even for 
indoor conditions – corresponding to hardly any air flow above the specimen).  Simulations 
are performed for all four materials and for six different values of the surface film resistance.  
To exclude effects from limited specimen thicknesses, all specimens were supposed to be 10 
cm thick.  Table 4 gives an overview of the obtained MBV’s for the four materials.  Figure 3 
shows the predicted influence of the surface film resistance on the hygric response of a sam-
ple of wood fibre board. For wood fibre board, which is a rather vapour open material with a 
high moisture capacity, the difference in surface film resistance results in a MBV33-75% varying 
between 2.31 and 0.55 g/(m².%RH).  The biggest difference occurs when going to very high 
surface film resistances.  Note the sudden drop in MBV when increasing the surface film re-
sistance from 1*108 to 3.3*108 m²sPa/kg.  As indicated in Table 4 the influence on the other 
materials is less, but far from negligible, even for small deviations from the desired 5*108 
m²sPa/kg.  Note also that, though the surface film resistance has hardly any influence on the 
sequence of the materials with respect to the MBV, it does change the relative proportion of 
the MBV’s.  E.g. for a surface film resistance of 5*107 s/m (comparable to the requirements of 
the test methods) the MBV of wood fibre board is 2.7 times larger than that of plywood, while 
for the theoretical case with a negligible surface film resistance the proportion is 3.04.  As will 
be shown in section 6, the surface film resistance may also be one of the reasons for the de-




5. RELIABILITY OF THE RESULTS FOR PRACTICAL APPLICATIONS 
To investigate whether the proposed test protocols are indeed reliable methods to predict and 
quantify the hygric buffering capacity of materials in real situations, the MBV of the different 
materials are confronted with the dynamic hygric response of a small room with each of the 
materials used in turns as available hygric buffering material.  Therefore, numerical simula-
tions are performed both for long term (daily) and short term variations of the RH inside the 
room. 
 
5.1. Numerical simulations of the moisture balance of a small room 
In the numerical simulations the hygric response of a small room of 90 m³ is analysed.  In the 
room the walls are assumed to be finished with one of the four materials investigated, with a 
total absorbing area of 60 m².  Each calculation is performed for a period of ten days.  Each 
day a constant scheme of moisture production is imposed.  For the long term variations a 
moisture production of 300 g/h is assumed every first eight hours of the day, followed by a 
period of 16 hours without moisture production.  For the short term variations, a scheme of 
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one hour with a moisture production of 600 g/h is followed by five hours without moisture pro-
duction, and this four times a day.  Assuming that the only coupling between indoor climate 
and outside climate is the ventilation of the room with outside air, that no other hygroscopic 
materials are present and that the temperature dependency of the air density can be ne-







)(   (3) 
with vi (kg/m³) the water vapour concentration inside, ve (kg/m³) the water vapour concentra-
tion outside, V (m³) the volume of the room, n (h-1) the ventilation rate taken at 0.5 per hour, 
Gvp (kg/s) the vapour production inside the room, A (m²) the surface available for hygroscopic 
buffering and qbuf (kg/m²s) the water vapour exchange with this absorbing surface.  The latter 
is calculated with a finite element model to analyse the coupled heat and moisture transport in 
building enclosures, with the relative humidity inside the room as boundary condition.  Each 
time step the inside relative humidity is updated by solving Equation (3) implicitly.  To avoid 
that outside climatic conditions would disguise the hygric response of the room, no real cli-
matic data are used, but instead the outside boundary conditions are kept constant at 10°C 
and 65% RH.  The interior surface film resistance for vapour transfer is taken at 5.0*107 
m²sPa/kg.  The inside temperature is kept constant at 20°C. 
 
5.2. Results for long term (daily) variations 
In the simulations with long term variations, the periods with and without vapour production 
have the same length as the steps of the signal in the test protocol of the Nordtest-project to 
determine the MBV.  Though, the relative humidity inside is now no longer imposed as a 
square wave signal, but instead the indoor RH will gradually increase during the eight hours 
of moisture production, followed by a gradual decrease during the intermediate 16 hours 
without moisture production.  To compare the influence of the type of finishing material on the 
inside RH, a reference simulation has been performed in which no absorbing material was 
present.  Furthermore, for each of the four materials, two simulations were performed, once 
with a 1 cm and once with a 10 cm material thickness.  Figure 4 shows for the last day the 
response of relative humidity inside the room for the different configurations in case of a (hy-
pothetical) 10 cm thick layer.  Figure 5 shows the same results if only a 1 cm thick layer is 
applied. 
If the materials are applied with a thickness of 10 cm (Figure 4), one can notice that all four 
materials are significantly reducing the relative humidity variation inside the room compared to 
the reference case when no hygroscopic material is present.  The strongest reduction is found 
for wood fibreboard, which is able to bring back the original RH-amplitude of 18.5% to a value 
of 7.0%.  Comparing the amplitudes in the room found for the four materials with the Nordtest 
moisture buffer values as determined on 10 cm thick specimen (see Table 5), a good correla-
tion is found.   
Looking at the evolution of the relative humidity inside the room in case the materials are ap-
plied with a thickness of only 1 cm (Figure 5), the response of the room with wood fibreboard 
and plywood is almost identical as when the materials are applied with a thickness of 10 cm.  
For the rooms with aerated cellular concrete and gypsum plaster, however, the hygric buffer-
ing in case of a 1 cm layer is much less than with a 10 cm layer and the room with the gyp-
sum plaster as finishing material shows now the highest amplitude instead of the one with 
plywood as finishing material.  This results from the fact that for gypsum plaster 1 cm is below 
the 1/e penetration depth for daily humidity variations.  Because of that, the MBV determined 
on samples with a thickness larger than the penetration depth (one of the options in the Nord-
test protocol) is no good indication for the buffering capacities of the finishing layer.  This can 
clearly be illustrated if we plot the amplitude of the relative humidity in the room as a function 
of the moisture buffer value (Figure 6, left side).  If the penetration depth is larger than the 
applied thickness, as is the present case for gypsum plaster, different points will be obtained 
without a correlation between MBV and amplitude.  When the amplitudes are plotted as a 
function of the moisture buffer values determined according to the Japanese Industrial Stan-
dard, which means on specimen of the same thickness as applied in the room, but with differ-
ent time scheme (see Figure 6, right side), a much better correlation is found.  The best 
agreement, however, is obtained if the MBV is determined according to a loading protocol 
which is in close agreement with the moisture conditions of the room.  For the current case it 
means: time scheme according to the Nordtest-project and surface film resistance and 
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specimen thickness as in the room (Figure 6, middle).  Now, a nice descending curve is found 
between MBV and indoor RH amplitude. 
 
5.3. Results for short term variations 
Compared to the previous simulations the vapour production rate is doubled (600 g/h instead 
of 300 g/h), but lasts a shorter period.  Every day shows now four peaks of vapour production, 
each of one hour followed by five hours without vapour production.  Again two simulation 
rounds are performed with the thickness of the absorbing material layer as variable.  Figure 7 
shows the results for the last 6 hours of the last day, in case the materials are applied with a 
thickness of 10 cm, Figure 8 if applied with a thickness of 1 cm.  The continuous lines without 
dots on the figures correspond to the reference case when no hygroscopic material is pre-
sent.  Table 6 compares again the amplitudes in the room with the moisture buffer values of 
the materials as determined according to the Nordtest-protocol on 1 and 10 cm thick speci-
men. 
Also for the short term variations wood fibreboard (with the highest MBV) gives the strongest 
reduction in indoor RH amplitude, followed by gypsum plaster, cellular concrete and plywood.  
Figure 9 plots, as for the daily variations, the obtained RH-amplitude inside the room as a 
function of the moisture buffer value of the materials: at the left side for the MBV determined 
according to the Nordtest-protocol but on 10 cm thick specimen, in the middle for the MBV 
determined according to the Nordtest-protocol, but now with the specimen thickness as ap-
plied in the room and at the right side for the MBV determined according to the JIS (with the 
correct specimen thickness).  As also shown in Table 6, for all three cases a rather poor cor-
relation between MBV and indoor RH amplitude is found.   
This implies that the test protocols, based on long term variations, are primarily useful as a 
characterisation of materials when analysing similar term hygric buffering.  Both the Nordtest-
proposal with the 8-16 hours scheme and the Japanese Industrial Standard with the 24-24 
hours scheme seem less appropriate to appreciate the hygric buffering capacities for short 
term variations. 
 
6. DYNAMICALLY DETERMINED RESULTS VERSUS STEADY STATE 
DERIVED RESULTS 
As an alternative to the dynamic test protocol, the MBV may, under certain conditions, also be 
calculated from the sorption isotherm and cup test results.  Rode et al. (2005), however, claim 
that there might be a disagreement between measured and calculated moisture buffer values, 
due to the dynamic feature of the test protocol, whereas the sorption isotherm and water va-
pour diffusion coefficient are obtained under steady state conditions.  In this section the dyna-
mically determined results of § 4 are compared with steady state derived results. 
For such comparison the surface excitation of a semi-infinite specimen is commonly accepted 
as theoretical model (Künzel and Kiessl, 1990; Wadsö, 1993; Peuhkuri et al., 2004).  When 
the surface vapour pressure of a semi-infinite specimen with linear material properties is var-
ied along a rectangular wave pattern – a non-symmetric periodic step change between a high 
and low value – the moisture accumulation during the upload phase can be calculated as 
(Carslaw and Jaeger, 1990): 
    m v,sk bG( t ) p t               (4) 
with G (kg/m²) the moisture accumulation, k (-) a proportionality constant depending on the 
shape of the rectangular wave, bm the moisture effusivity of the material, Δpv,s (Pa) the differ-
ence between the high and low surface vapour pressure and t the time.  For the Nordtest 8-16 
hours scheme, and the JIS 24-24 hours scheme, k respectively equals 0.984 and 0.856.  The 
moisture effusivity, expressed in kg/(m².Pa.s0.5), is defined as: 
   wb pm pv
                 (5) 
with p (s) the water vapour permeability, w (kg/m³) the moisture content and pv (Pa) the va-
pour pressure. 
Given that: 
1. the specimen’s thickness is far larger than the penetration depth for daily hu-
midity variations, and can thus be seen as semi-infinite for the imposed sig-
nal; 
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2. the non-linearity of the material properties is negligible in the RH-range under 
consideration; 
3. the surface film resistance is negligible in comparison with the internal vapour 
transfer resistance; 
the MBV may be derived from the steady state sorption isotherm and cup test data: 
   uploadMBV 0.01k p b tv,sat m            (6) 
with pv,sat the saturation vapour pressure and tupload the upload interval. 
Figure 10 compares the dynamically determined MBV – simulated with the Nordtest protocol, 
with a 10 cm specimen thickness and a negligible surface film resistance – to such steady 
state derived MBV (Eq. 6).  It has to be noted that the non-linear hygric properties cause the 
latter to be continuously variable with the relative humidity, while the former are considered as 
a constant over the 33 % RH to 75 % RH interval. 
For all four materials, a rather good agreement can be observed around 54% RH (mean value 
of the test protocol).  Although, the exact intersections of the dynamically determined and the 
steady state derived values are situated at different RH for the four materials (indicated by the 
arrows on Figure 10).  This can almost certainly be attributed to violations of the second con-
dition: the non-linearity of the hygric properties is not entirely negligible.  Consequently, accu-
rate computation of the MBV from the steady state sorption isotherm and cup test data is less 
straightforward as often presented, as it is not clear at which RH the moisture effusivity (and 
MBV) has to be calculated.  Figure 10 does indicate though that the test protocol’s mean RH 
will yield acceptable first estimates. 
Neither the Nordtest, neither the JIS measurement protocol do however correspond with the 
surface excitation of a linear semi-infinite material, required for agreement between dynami-
cally determined and steady-state derived MBV. The limited surface film resistance and even-
tually the limited specimen thickness violate the aforementioned condition 1 and 3.  Conse-
quently the required proportionality between the moisture accumulation and square root of 
time (Eq. 4) is no longer satisfied, and the dynamically determined MBV are bound to differ 
from the steady state derived values (Eq. 6).  This illustrated in Figure 11, which depicts the 
moisture accumulation of gypsum plaster in function of the square root of time, for the 8 hour 
upload phase of the Nordtest protocol. 
Figure 11 demonstrates that, when the specimen can be assumed semi-infinite and the sur-
face film resistance can be considered negligible, the moisture accumulation proceeds line-
arly with the square root of time, as predicted by Equation (4).  It was shown in Figure 10 that 
the thus dynamically determined MBV corresponded nicely with steady state derived MBV.  
Figure 11 also shows though that a realistic surface film resistance and a limited specimen 
thickness disturb the square root of time behaviour.  The surface film resistance leads to an 
initial off-set, and the limited specimen thickness results in a premature deflection of the mois-
ture accumulation.  Both effects are combined when testing a specimen with limited thickness 
and surface film resistance.  Previously reported differences between dynamically determined 
and steady state derived values (Peuhkuri et al., 2004, Peuhkuri and Rode, 2005) can hence 
most probably be attributed to a mismatch between the experimental and theoretical condi-
tions.   
While it has been opted here to modify the ‘experimental’ conditions according to the re-
quirements of the analytical model, Carslaw and Jaeger (1990) also provide more advanced 
analytical models, incorporating a realistic surface film resistance and a finite specimen thick-
ness, allowing to match analytical models to the Nordtest and JIS experimental conditions. 
 
7. CONCLUSION AND DISCUSSION 
Two test methods, one worked out in a Nordtest-project, and the other available as Japanese 
Industrial Standard, both developed to characterise the hygric buffering capacities of building 
materials, were compared and their practical applicability was investigated.  Both test meth-
ods showed to be very similar both in objectives and measurement principles.  The specifica-
tions of each test protocol, however, differ in time scheme, levels of the imposed signal and 
required specimen thickness.  To investigate the influence of these parameters on the charac-
terisation of materials, numerical simulations have been performed for four different materials: 
wood fibre board, plywood, aerated cellular concrete and gypsum plaster. 
The specimen thickness showed to be very important once less than the 1/e penetration 
depth for daily humidity variations.  At that moment a sudden drop in obtained moisture buffer 
values was observed.  Also the time scheme of the imposed signal showed to be most signifi-
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cant: for specimen with a thickness below the 1/e penetration depth, the Jis and Nordtest 
protocols gave the same results.  For specimen with a thickness above the 1/e penetration 
depth on the other hand, different results were obtained. 
Varying the surface film resistance was found to have a significant influence on the obtained 
results.  A lower surface film resistance resulted in a higher MBV.  The biggest influence was 
found for the most permeable materials and for very high values of the surface film resis-
tance.   
The practical applicability of the MBV as characterising value for hygric buffering was investi-
gated by comparing the dynamic moisture balance of a small room with each of the materials 
used in turns as finishing material.  The MBV showed to be a good indication of the buffering 
capacities in the case of long term variations of the vapour production (daily variation compa-
rable with the test protocol of the Nordtest-project) and if the MBV was determined under 
similar conditions as in the later application of the material (surface film resistance and 
specimen thickness).  For short term variations the correlation between MBV and dynamic 
response was less.  One can conclude that the closer the agreement between indoor condi-
tions and test protocol (minimum and maximum levels of the square wave signal and the du-
ration of the low and high relative humidity) the more reliable the MBV will be. 
When comparing the theoretically determined MBV based on the moisture effusivity with the 
dynamically determined value with a negligible surface film resistance, a rather good agree-
ment was found at the mean RH of the test protocol.  The exact agreement between both 
values, however, was found to be situated at different RH for all four materials investigated.  
This was attributed to the non-linearity of the hygric properties. 
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TABLES 
 
Table 1.-  The parameters for the analytic fit of the sorption isotherm and water vapour resistance 
factor for the different materials.  In addition the calculated 1/e and 1 % penetration depths  
at 50%RH are given. 








sorption isotherm     
wsat 150 200 258 30.36 
m -91.41 -80.58 -208312.96 -69.48 
n 1.416 1.337 1.317 1.800 
vapour resistance factor     
a 0.085 0.005 0.100 0.268 
b 2.47*10-3 5.46*10-6 1.47*10-4 0.0 
c 5.0 10.5 5.2 - 
1/e penetration depth 
at 50% RH (cm) 
0.687 0.125 1.521 3.332 
1 % penetration depth 
at 50% RH (cm) 
2.890 0.550 7.005 13.98 
 
 
Table 2.-  Influence of the specimen thickness on the obtained MBV for the four materials investi-
gated.  The values marked in light grey are those determined on specimen for which the 
thickness is less than the 1/e penetration depth.   
thickness 
(cm) 








8-16 hour loading protocol (Nordtest-project) 
10 1.86 0.69 0.81 0.94 
3 1.85 0.69 0.82 0.91 
1 1.92 0.69 0.61 0.43 
0.5 1.46 0.69 0.33 0.22 
 
 
Table 3.-  Influence of the time scheme on the obtained MBV for two different thicknesses (1 cm and 
10 cm) of the four materials investigated.  The values marked in light grey are those de-
termined on specimen for which the thickness is less than the 1/e penetration depth.   








thickness (cm) 10 1 10 1 10 1 10 1 
Nordtest-scheme 1.86 1.92 0.69 0.69 0.81 0.61 0.94 0.43 
JIS-scheme 3.09 3.16 1.08 1.08 1.29 0.66 1.55 0.44 
 
 
Table 4.-  Influence of the surface film resistance on the obtained MBV (in g/m².%RH) for the four 
materials investigated.   
surface resistance  
* 107 (m²sPa/kg) 








33 0.55 0.47 0.56 0.61 
10 1.55 0.64 0.75 0.86 
5 1.86 0.69 0.82 0.94 
3.3 1.99 0.71 0.83 0.97 
1 2.20 0.74 0.86 1.01 
negligible (0.0033) 2.31 0.76 0.89 1.03 
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Table 5.-  Amplitude of the relative humidity in the room in the case of long term variations and vari-
able thickness of the finishing layer (1cm or 10cm).  As a reference also the MBV deter-
mined according to the Nordtest-protocol on specimen of 1 and 10 cm is given for the dif-
ferent materials. 
 no absorbing 
material 
with WFB with PW With ACC with GP 
MBV Nordtest 1cm/10cm - 1.92/1.86 0.69/0.69 0.61/0.81 0.43/0.94 
Amplitude by a material 
layer thickness of 10 cm 
18.5 7.0 11.8 10.6 10.0 
Amplitude by a material 
layer thickness of 1 cm 
18.5 6.8 11.8 12.6 14.7 
 
 
Table 6.-  Amplitude of the relative humidity in the room in the case of short term variations and 
variable thickness of the finishing layer (1cm or 10cm).  As a reference also the MBV de-
termined according to the Nordtest-protocol on specimen of 1 and 10 cm is given for the 
different materials. 
 no absorbing 
material 
with WFB with PW With ACC with GP 
MBV Nordtest 1cm/10cm - 1.92/1.86 0.69/0.69 0.61/0.81 0.43/0.94 
Amplitude by a material 
layer thickness of 10 cm 
14.0 6.2 9.4 8.6 8.2 
Amplitude by a material 
layer thickness of 1 cm 
14.0 6.2 9.4 8.5 8.4 
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FIGURE CAPTIONS 
 
Figure 1.  Sorption isotherm (left) and water vapour resistance factor (right) for 
the four different materials investigated: wood fibreboard, plywood, 
aerated cellular concrete and gypsum plaster.  The dots correspond 
to the measured values, the continuous lines to the analytic fits used 
in the numerical simulations. 
 
Figure 2. Influence of the time scheme on the obtained MBV for wood fibre-
board and gypsum plaster in the case of specimen with a thickness of 
10 cm (top) and 1 cm (bottom).  The continuous line corresponds to 
the loading scheme as proposed in the Nordtest-project, the dotted 
line to the loading scheme of the Japanese Industrial Standard. 
 
Figure 3. Influence of the surface film resistance on the hygric response of the 
specimen (and hence on the MBV) as numerically predicted for wood 
fibre board. 
 
Figure 4. Evolution of the relative humidity in the room with time for the daily 
variations in case no absorbing material is present (bold continuous 
line) and if 60m² of the walls is finished with 10 cm of wood fibreboard 
(circles), plywood (triangles), cellular concrete (squares) or gypsum 
plaster (diamonds). 
 
Figure 5. Evolution of the relative humidity in the room for the daily variations, 
with compared to Figure 4 the thickness of the absorbing materials 
limited to 1 cm. 
 
Figure 6. Amplitude of the relative humidity in the room in case of daily varia-
tions plotted as a function of the moisture buffer value as determined 
according to the Nordtest  test-protocol on 10 cm thick specimen 
(left), according to the Nordtest-protocol but on specimen with the 
same thickness as applied in the room (middle) and as determined 
according to the Japanese Industrial Standard (right) . 
 
Figure 7. Evolution of the relative humidity in the room with time for short term 
variations in case no absorbing material is present (bold continuous 
line) and if 60m² of the walls is finished with 10 cm of wood fibreboard 
(circles), plywood (triangles), cellular concrete (squares) or gypsum 
plaster (diamonds). 
 
Figure 8. Evolution of the relative humidity in the room for short term variations, 
with compared to Figure 7 the thickness of the absorbing materials 
limited to 1 cm. 
 
Figure 9. Amplitude of the relative humidity in the room in case of short term 
variations plotted as a function of the moisture buffer value as deter-
mined according to the Nordtest  test-protocol on 10 cm thick speci-
men (left), according to the Nordtest-protocol but on specimen with 
the same thickness as applied in the room (middle) and as deter-
mined according to the Japanese Industrial Standard (right) . 
 
Figure 10. Dynamically determined MBV (straight lines) versus steady state de-
rived MBV (continuous functions of RH) for the four materials under 
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the Nordtest protocol.  The RH of the intersection points between both 
is indicated with the arrows. 
 
Figure 11. Moisture accumulation plotted versus square root of time for gypsum 
plaster under the Nordtest protocol, for specimen thicknesses of 10 
and 1 cm, and negligible and 5*107 m²sPas/kg surface film resis-
tances. 
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wood fibreboard 10 cm
plywood 10 cm
aerated cellular concrete 10 cm





























wood fibreboard 1 cm
plywood 1 cm
aerated cellular concrete 1 cm
gypsum plaster 1 cm
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plywood 1 cm
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²) 10 cm,                            
10 cm,          
1 cm,          
1 cm,          
negligible resist.
5*107 m²sPa/kg
negligible resist.
5*107 m²sPa/kg
GYPSUM PLASTER
 
 
 
